
RL downlights are recessed LED lamps
of various powers and sizes.
Light source with SMD led, prewired for 
TRIAC configuration.

Le downlight di RL sono lampade ad incasso a led di 
varie potenze e dimensioni.
Sorgente luminosa con led SMD, sono già predisposte 
per la configurazione TRIAC.

RL downlights sind Led Einbauleuchten mit
unterschiedlichen Potenzen und Größen.
Leuchtmittel mit LED SMD, vorverdrahtet für
TRIAC Konfiguration.

DOWNLIGHTSMD

PF>0.90 CRI>80

Code Watt
Color

Temp(K)
Size

(�XHmm)
Cut-out 
(±5mm)

Lumen
(±5%)

N.W/pc
(kgs)

Q’ty/CTN

130000W-XDT
130000N-XDT 7W 4000 85X39 70-75 >770lm 0.09 50PCS
130000C-XDT

7W

7W

3000

6000

85X39

85X39

70-75

70-75

>700lm

>840lm

0.09 50PCS

0.09 50PCS

RL EUROPE-CATALOGUE 2022

3000K 4000K 6000K

CCT Color X=
White

>100°

AC
100-240V IP54

130001W-XDT 13W 3000 110X54 90-95 >1300lm 0.4 36PCS
130001N-XDT 13W 4000 110X54 90-95 >1400lm 0.4 36PCS
130001C-XDT 13W 6000 110X54 90-95 >1500lm 0.4 36PCS

10000hrs

LLMF (L80B20) 
20000hrs 30000hrs 40000hrs 50000hrs

DIMM
TRIAC



Le downlight di RL sono lampade ad incasso a led di 
varie potenze e dimensioni.
Sorgente luminosa con led SMD, sono già predisposte 
per la configurazione TRIAC.

RL downlights are recessed LED lamps
of various powers and sizes.
Light source with SMD led, prewired for 
TRIAC configuration.

RL downlights sind Led Einbauleuchten mit
unterschiedlichen Potenzen und Größen.
Leuchtmittel mit LED SMD, vorverdrahtet für
TRIAC Konfiguration.

DOWNLIGHTSMD

PF>0.90 CRI>80

Code Watt
Color

Temp(K)
Size

(�XHmm)
Cut-out 
(±5mm)

Lumen
(±5%)

N.W/pc
(kgs)

Q’ty/CTN

130002W-XDT
130002N-XDT 18W 4000 190x45 160-170 >1800lm 0.4 12PCS
130002C-XDT

18W

18W

3000

6000

190x45

190x45

160-170

160-170

>1700lm

>1900lm

0.4 12PCS

0.4 12PCS

RL EUROPE-CATALOGUE 2022

3000K 4000K 6000K

CCT Color X=
White

>100°

AC
100-240V IP54

130003W-XDT 25W 3000 228x45 200-210 >2300lm 0.64 12PCS
130003N-XDT 25W 4000 228x45 200-210 >2500lm 0.64 12PCS
130003C-XDT 25W 6000 228x45 200-210 >2700lm 0.64 12PCS

10000hrs

LLMF (L80B20) 
20000hrs 30000hrs 40000hrs 50000hrs

DIMM
TRIAC


