
LED TRIPROOF IP66

IP66

PF>0.95 CRI 85

RL EUROPE-CATALOGUE 2022

3000K 4000K 5000K

CCT Color Grey

IP66 LED-Deckenleuchte mit
Polycarbonat Körper. Sind ideal für den
schnellen Austausch an externen
Standorten wie Industrieflächen und Parkplätze.
Äusserst kompakte Größen.
Schutzart IP66 bis IK10.

Plafoniera IP66 a LED con corpo in
policarbonato. È la soluzione ideale per
la sostituzione rapida in ambienti esterni come 
le aree industriali e i parcheggi.
Le dimensioni sono estremamente compatte. 
Grado di protezione IP66 fino a IK10.

IP66 LED ceiling light with
polycarbonate body.
It is an ideal solution for quick replacement in 
outdoor spaces such as industrial areas and 
parking lots. Sizes are extremely compact.
IP66 protection rating up to IK10.

IK10

140°

AC
100-277V

20W
20W

20W
25W
25W
25W
30W
30W
30W

700X78X53.5
700X78X53.5
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1300X78X53.5
1300X78X53.5
1300X78X53.5
1300X78X53.5
1300X78X53.5
1300X78X53.5

2300lm
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2400lm
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2900lm
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3500lm
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1
1
1
1
1
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12PCS
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Code Watt
Color

Temp(K)
Size 

(AxBxCmm)
Lumen
(±5%)

N.W/pc
(kgs)

Q’ty/CTN

100147IP
100148IP
100149IP
100150IP
100151IP
100152IP
100153IP
100154IP
100155IP

4000
3000

5000
3000
4000
5000
3000
4000
5000

10000hrs

LLMF (L80B20) 
20000hrs 30000hrs 40000hrs 50000hrs

Yes
Yes

Yes
Yes
Yes
Yes
Yes
Yes
Yes

Support



LED TRIPROOF IP66

IP66

PF>0.95 CRI 85

RL EUROPE-CATALOGUE 2022

IP66 LED ceiling light with
polycarbonate body.
It is an ideal solution for quick replacement in 
outdoor spaces such as industrial areas and 
parking lots. Sizes are extremely compact.
IP66 protection rating up to IK10.

IK10

140°

AC
100-277V

4700lm 1 8PCS
4550lm

4800lm

1

1

8PCS

8PCS
4550lm 1.20 6PCS
4700lm 1.20 6PCS
4800lm 1.20 6PCS
6585lm 1.20 6PCS
6790lm 1.20 6PCS

100156IP
100157IP
100158IP
100159IP
100160IP
100161IP
100162IP
100163IP
100164IP

40W
40W

40W
40W
40W
40W
50W
50W
50W

1300X78X53.5
1300X78X53.5

1300X78X53.5
1600X78X53.5
1600X78X53.5
1600X78X53.5
1600X78X53.5
1600X78X53.5
1600X78X53.5 7000lm 1.20 6PCS

4000
3000

5000
3000
4000
5000
3000
4000
5000

Code Watt
Color

Temp(K)
Size 

(AxBxCmm)
Lumen
(±5%)

N.W/pc
(kgs)

Q’ty/CTN

3000K 4000K 5000K

CCT Color Grey

10000hrs

LLMF (L80B20) 
20000hrs 30000hrs 40000hrs 50000hrs

Yes
Yes

Yes
Yes
Yes
Yes
Yes
Yes
Yes

Support

IP66 LED-Deckenleuchte mit
Polycarbonat Körper. Sind ideal für den
schnellen Austausch an externen
Standorten wie Industrieflächen und Parkplätze.
Äusserst kompakte Größen.
Schutzart IP66 bis IK10.

Plafoniera IP66 a LED con corpo in
policarbonato. È la soluzione ideale per
la sostituzione rapida in ambienti esterni come 
le aree industriali e i parcheggi.
Le dimensioni sono estremamente compatte. 
Grado di protezione IP66 fino a IK10.



LED TRIPROOF

RL EUROPE-CATALOGUE 2022

INSTALLATION
STEP 1

Knock 2pcs plastic anchors into ceiling.

STEP 2

Fastening the clips on the ceiling.

STEP 3 STEP 4

Open the end cap, put the wires through the 
hole, connect the terminal block (Brown to L, 
Blue to N), tighten the end cap to prevent the 
water into the lamp.

Put the LED batten back until it is stuck by clips.


