
These new Track Lights use the latest
high-performance LED C.O.B. of CREE.
The innovative design makes this product the 
perfect solution for highlighting the details in 
showrooms, shopping areas, supermarkets, 
museums, hotels, restaurants, etc.

Black

Color Adjustable

IP20

220-240V PF>0.9 CRI>90

Code Watt
Size

 (AXBXCmm)
Cut-out 
(±5mm)

Lumen
(±5%)

N.W/pc
(kgs)

Q’ty
/CTN

180000WCA
180000BCA

180001BCA

20W

30W

202X85X206

232X85X206

None

None

from 2340 to 2860

from 3510 to 4290

0.75

0.79

12PCS

12PCS
180001WCA

20W

30W

202X85X206

232X85X206

None

None

from 2340 to 2860

from 3510 to 4290

0.75

0.79

12PCS

12PCS

RL EUROPE-CATALOGUE 2022

3000K 5700K

CCT Color

10000hrs

LLMF (L80B20) 
20000hrs 30000hrs 40000hrs 50000hrs

TRACK LIGHT

White

RL hat beschlossen, für diese neue Produktlinie 
die neusten LED C.O.B. der CREE mit höchster 
Leistungsfähigkeit zu verwenden. 
Durch das neue Design ist dieses Produkt die 
ideale Lösung für Schauräume, Kaufhäuser, 
Supermärkte, Museen, Hotels, Restaurants, 
usw.

Questi nuovi fari a binario utilizzano i nuovissimi 
LED C.O.B. ad altissima resa di CREE.
L’innovativo design rende questo prodotto la 
soluzione ideale per risaltare i dettagli all’interno 
di showroom, aree commerciali, supermercati, 
musei, hotel, ristoranti, etc.
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INSTALLATION

RL EUROPE-CATALOGUE 2022

TRACK LIGHT

COLOR SELECTION

Prior to locating Adaptor into Track Section 
make sure it is set in the “OFF” position & 
“Locking Lever” is set in the position shown.

2-wires, 3-wires adaptor 4-wires adaptor

Locate track adaptor into track 
section in the correct position (1) 
and Lock into position by turning 
“Locking Lever” 90° (2).

1

2

Step 1

Step 2

2-wires, 3-wires control 
luminaires in same circuit 
by ON/OFF switch

4-wires turn 
clockwise or 
anti-clockwise

Track section

Track adaptor shown locked 
into track section

Lock the driver box into 
track section by turning 
“Loking Lever” clockwise.


